
  Piece is available
 in the maintenance kit

Note: When inserting the 
Air Adjuster knob it must 
be turned to the narrow fan 
position or it will bend the 
part when tightened with a 
wrench. 

129-720-075

132 720 020

129-720-150 
120 bar

129-720-250
200 bar

Cartridge Kit

Repair Kit 
129-729-920 120 bar
129-729-921 200 bar

ORDERING INFORMATION
EXAMPLE: You need to apply 0.59L/mn at  120 
bar of water-based paint with a spray pattern of 
around 25cm.

Our tip chart gives us the following tip size:

• First 2 XX digits: Caliber #09 will deliver the 
appropriate flow rate at 120 bar.

• Last 2 XX digits: For a spray pattern width 
of 25cm, choose width caliber #11.

• For water-based spraying: Select an Xtra™ 
fine finish tip. Part number will end with #2.

• The complete part number of the tip             
requested will be 134.509.112.

XCITE™ AIRMIX® GUN  PREVENTATIVE MAINTENANCE SCHEDULE 

Aircaps 
for Airmix® 
Spray Guns

The choice of the tip must be 
done according to the desired 
flowrate in order to achieve a 
good finish and reduce paint 
costs. An Airmix® tip needs to 
be replaced frequently in order 
to maintain the original
transfer efficiency.

VX124 KHVLP
Xcite®, AVX

132.720.055

VX124 KHVLP
MVX Ring-Xcite®

AVX
132.720.065

VX24 KHVLP
Xcite®, AVX

132.720.020

VX114 KHVLP
AVX, AXC

132.670.940

VX14 KHVLP
AVX, AXC

132.670.920

VX54
AVX, AXC

132.670.030

BX116
ATX

132.650.550

BX16
ATX

132.650.450

BX56
ATX

132.650.300

Size (mm) (in)

Water output (l/min-oz/min)
Max fan width in

CM (IN) at a 
distance of

25 CM/9.8 IN

8.5 12 17 21 25 29 33 37 44 56

(3.3) (4.7) (6.7) (8.3) (9.8) (11.4) (13) (14.6) (17.3) (22)

Pressure Bar (PSI) Spray angle 20° 25° 30° 40° 50° 55° 60° 70° 80° 90°

35 (508) 70 (1015) 120 (1740) 200 (2900)
Screen 

marking on 
gun filter

Screen 
marking on 
pump filter

03 05 07 09 11 13 15 17 19 21

02 0.15 0.006 0.07 2.37 0.10 3.38 0.13 4.40 0.17 5.75

4

2
02.034 02.054 02.114

03 0.18 0.007 0.11 3.72 0.15 5.07 0.20 6.76 0.26 8.79 03.034 03.054 03.074 03.134

04 0.23 0.009 0.16 5.41 0.22 7.44 0.29 9.81 0.38 12.85 2 or 4 04.034 04.054 04.074 04.094 04.114 04.134

06 0.28 0.011 0.23 7.78 0.33 11.16 0.43 14.54 0.57 19.27
4 or 6

06.034 06.054 06.074 06.094 06.114 06.134 06.154

07 0.30 0.012 0.28 9.47 0.39 13.19 0.51 17.25 0.66 22.32

6

07.154

09 0.33 0.013 0.32 10.82 0.45 15.22 0.59 19.95 0.77 26.04 6 or 8 09.034 09.054 09.074 09.094 09.114 09.134 09.154 09.174

12 0.38 0.015 0.42 14.20 0.60 20.29 0.79 26.71 1.03 34.49
8 or 12

12.074 12.094 12.114 12.134 12.154 12.174

14 0.41 0.016 0.51 17.25 0.72 24.35 0.94 31.79 1.23 41.59

12

14.054 14.074 14.094 14.114 14.134 14.154 14.174

18 0.48 0.019 0.67 22.66 0.95 32.12 1.24 41.93 1.63 55.12
12

18.134 18.154 18.174 18.194

20 0.50 0.020 0.76 25.70 1.06 35.84 1.39 47.00 1.82 61.54 20.074 20.094 20.114 20.134 20.154 20.174 20.194

25 0.56 0.022 0.94 31.79 1.33 44.97 1.74 58.84 2.28 77.10
15

25.134 25.174

30 0.61 0.024 1.13 38.21 1.60 54.10 2.09 70.67 2.74 92.65 30.114 30.134 30.154 30.174 30.194

40 0.72 0.028 1.54 52.07 2.18 73.71 2.85 96.37 3.73 126.13
20

40.174

45 0.76 0.030 1.68 56.81 2.38 80.48 3.12 105.50 4.08 137.96 45.114 45.154 45.174 45.194

100 1.04 0.041 3.96 133.9 5.68 192.1 7.33 247.86 9.47 320.22 20-30 100.174 100.214

AIRMIX® TIP CHART: Fine Finish Tips
Recommended for solvent-based materials

ORDERING INFORMATION
You need to apply 0.59L/mn at 120 bar of water-based paint with a spray pattern of around 25cm.
Our tip chart gives us the following tip size:

1. First 2 XX digits: Caliber #09 will deliver the appropriate flow rate at 120 bar.
2. Last 2 XX digits: For a spray pattern width of 25cm, choose width caliber #11.
3. For water-based spraying: Select an Xtra™ fine finish tip. Part number will end with #2.
4. The complete part number of the tip requested will be 134.509.112.

FOR EXAMPLE
If you choose a 09.09 tip, order with the following reference:

• 134.509.094 for a Fine Finish tip
• 134.509.092 for an Xtra™ Fine Finish tip
• 134.509.097 for a Fine Finish tip with an

asymmetrical fan pattern

PLEASE NOTE
• Only 100.17 and 100.21 tips have part numbers 

134.100.174 and 134.100.214
• At the end of the day, we recommend placing 

tip(s) in a closed solvent container for easy 
cleaning.

Size (mm) (inch)

Water output (l/min-oz/min)

Max fan width in
CM (IN) at a 
distance of

25 CM/9.8 IN

8.5 12 17 21 25 29 33 37 44 56

(3.3) (4.7) (6.7) (8.3) (9.8) (11.4) (13) (14.6) (17.3) (22)

Pressure Bar (PSI) Spray angle 20° 25° 30° 40° 50° 55° 60° 70° 80° 90°

35 (508) 70 (1015) 120 (1740) 200 (2900)
Screen 

marking on 
gun filter

Screen 
marking on 
pump filter

03 05 07 09 11 13 15 17 19 21

04 0.23 0.009 0.16 5.41 0.22 7.44 0.29 9.81 0.38 12.85
4

2 or 4 04.032 04.052 04.072 04.092 04.112 04.132

06 0.28 0.011 0.23 7.78 0.33 11.16 0.43 14.54 0.57 19.27
4 or 6

06.032 06.052 06.072 06.092 06.112 06.132 06.152

07 0.30 0.012 0.28 9.47 0.39 13.19 0.51 17.25 0.66 22.32

6

07.152

09 0.33 0.013 0.32 10.82 0.45 15.22 0.59 19.95 0.77 26.04 6 or 8 09.032 09.052 09.072 09.092 09.112 09.132 09.152 09.172

12 0.38 0.015 0.12 14.20 0.60 20.29 0.79 26.71 1.03 34.49
8 or 12

12.072 12.092 12.112 12.132 12.152 12.172

14 0.41 0.016 0.51 17.25 0.72 24.35 0.94 31.79 1.23 41.59 12 14.052 14.072 14.092 14.112 14.132 14.152 14.172

AIRMIX® TIP CHART: Xtra™ Fine Finish Tips
Recommended for water-based materials

SAMES.COM

Sames 
North America Headquarters

45001 5 Mile Road | Plymouth, Michigan 48170
Toll: (800)573-5554 | Tel: (734)979-0100 | Fax: (734)927-0064

Canada Branch
931 Progress Avenue, Unit 7 | Scarborough, Ontario M1G 3V5 

Toll: (800)450-0655 | Tel: (416)431-5017 | Fax: (416)431-9171



DAILY MAINTENANCE:

WEEKLY MAINTENANCE: QUARTERLY MAINTENANCE: YEARLY MAINTENANCE:
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NewNew

= CRITICAL STEP Replace tip seals monthly.
Tips should be “donut-shaped,” not flat.

PTFE Grease

PTFE Grease

Disassembly/Reassembly

NewNew 129-729-903

2

NewNew

NewNew

NewNew

PTFE 

Grease

Clean the air passages on the nozzle and  
inspect the nozzle o-ring weekly.

PTFE Grease

PTFE 

Grease
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DO THIS BEFORE ANY MAINTENANCE ACTION:

XCITE™ AIRMIX® GUN  PREVENTATIVE MAINTENANCE SCHEDULE 


