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SAMES KREMLIN - Headquarter - 13 chemin de Malacher - 38243 MEYLAN
= 236 Employees / 15 000 m?

''''''

SAMES KREMLIN - 150, avenue de Stalingrad - 93240 STAINS
= 220 Employees / 20 000 m?

Editor’s

To help you increase your In this catalog, you will find the equipment
competitiveness, SAMES KREMLIN that will enable you to reach the paint
dedicates itself daily to excellence application results you are targeting and
in ferms of innovation and reliability. the finish quality you desire.
We are constantly improving our Our mission is to provide you with the
performances as well as quality to meet best equipment to meet your needs and
your specific needs. requirements.
We also help you define the equipment The entire team at SAMES KREMLIN is at
allowing your installation to comply with your disposal to answer your questions.

V.O.C. directives and industry standards.
We enable you to benefit from reliable

technologies while ensuring you a swift
return on investment. Enjoy your reading.

” www.sames-kremiin.com
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Customer

SAMES KREMLIN HAS WORKED OUT A COMPLETE OFFER OF SERVICES,

ADAPTED TO ALL YOUR NEEDS:

Advice, repair, servicing, adjustment or intervention by a qualified
technician. Whatever your request may be, SAMES KREMLIN Customer
safisfaction department, is at your disposal to answer your needs within

the shortest time.

> HOTLINE

SAMES KREMLIN has a quality hotline which
takes care of our customer satisfaction.
Please fill free to contact us. Our customer
service team would like to provide an answer
under 48 hours.

+33 (0)1 49 40 25 28

Monday to Friday: 8:30 - 12:00 am & 13:00 - 17:30 pm

> AUDIT

In orderto make the most fromyourinstallation,
paint or powder, advice and expertise of
specialists are essential. Made of practical,
experienced members, SAMES KREMLIN
customer support team will carry out a
diagnostic of your installation and will provide
you with a worthy technical assistance for the
improvement or retrofit of your paint line.

> REPAIR

A regular, and carried out professionally,
maintenance or a retrofit of your equipment, is
the best way to guaranty the correct running
of your equipment. To this end, do not hesitate
to contact one of our technicians:

to get technical advice or technical
assistance by phone
- fo get one of your product repaired or
controlled
. to carry out a retrofit

> SPARE PARTS

Original spare parts guaranty the correct
running of yourequipment. We are here to deall
with all your orders of spare parts throughout
the world. Thus, our aim is to rapidly supply
you and at the best price, with the wished
part in order to guaranty an optimum and
prolonged running of your paint or powder
application equipment.

> TRAINING

SAMES KREMLIN is registered as a training
centre by the French Ministry of Employment.
Training sessions that allow you learning
the requisite knowledge to the use and the
maintenance of your equipment are organised
throughout the year. A catalogue can be
obtained upon request. You will be then able
to choose among the proposed selection
of training courses, the type of training that
meets your needs or production aims. These
training sessions can be organised within your
premises or in our training centre located in our
headquarters in Meylan - FRANCE.

www.sames-kremiin.com
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Quality insurance

In conformity with the ISO?001 standard - issue 2008, the requisite procedures and
registrations are mastered. The seriousness with which SAMES KREMLIN's quality policy is
dealt ensures you an optimum quality at each stage of the production and of the assembly
of the components.

Our products are in the scope of the following European directives:

* 2014/34/UE Explosive Atmospheres

* 2006/42/CE Machinery

» 2014/35/UE Low Voltage

* 2014/30/UE Electromagnetic Compatibility

* 2011/65/UE RoHS Restriction of Hazardous Substances in electrical and electronic equipment
* 2012/19/UE WEEE Waste of Electrical and Electronic Equipment
* 1907/2006/CE REACH Registration, Evaluation, Authorization and Restriction of Chemicals.

A process mapping allows organizing all the stages while being very attentive to the various environments
(customers, competition...), fo the audits (inner and outer) and fo the indicators linked to the defined aimes.

PROCESSES MAPPING

STRATEGY
SUPPLY

CUSTOMERS

. PARTNERS

EMPLOYES, SUPPLIERS,
CERTIFICATION BODIES,
EXELIND.,

GROUPS:
B MANAGEMENT
B SUPPORT
_| OPERATIONAL

www.sames-kremiin.com “
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16 Locations

USA [

SAMES KREMLIN
Application Lab
45001 5 Mile Rd,
PLYMOUTH, Ml, 48170
Ph: +1 734 979 0100

MEXICO

SAMES KREMLIN

BERNARDO GARZA TREVINO # 1715
COL DE MAESTRO MONTERREY, N.L
CP 64180 MEXICO

Ph: +52 (442) 161 2595

FRANCE Lo

SAMES KREMLIN

Headquarter

Application Lab

13 chemin de Malacher
38243 MEYLAN Cedex - France
Ph: +33 (0)4 76 41 60 60
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Global

CANADA

SAMES KREMLIN

931, Progress Ave, Unit 7
SCARBOROUGH MI1G 3V5
Ph: +1 800 450 0655

BRAZIL

SAMES KREMLIN

Rua Alfredo Mario Pizotti, N.41
Vila Guilherme

SAO PAULO SP

Ph: +55 (11) 2903 1200

FRANCE )
SAMES KREMLIN

Application Lab

150, av. de Stalingrad
93245 STAINS Cedex - France
Ph: +33 (0)1 49 402525

ARGENTINA

SAMES KREMLIN

Avenida Juan Justo, 6021
C1416DLB CIUDAD DE BUENOS AIRES
Ph: +54 11 4582 89 80

www.sames-kremiin.com

GERMANY Lo

SAMES KREMLIN GmbH

iNTEC SAMES KREMLIN GmbH
High viscosity application Lab
Otto - Hahn - Allee 9

50374 Erftstadt - Germany

Ph: +49 (0)2235 46558 — O (iNTEC)

Ph: +49 (0)2235 46558 - 220 (SAMES KREMLIN)
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PORTUGAL

SAMES KREMLIN

Rua da Silveira, 554 - Touria
2410-269 POUSOS LRA

Ph: +351 244 848 220

RUSSIA

SAMES KREMLIN +

Rodionova str. 134.
603093, N. Novgorod - Russia
Ph: +7 831 467 8981

POLAND

SAMES KREMLIN

Modlinska 221B

International Business Park #05-109E
03120-WARSZAWA

Ph: +48 225 10 38 50

JAPAN

SAMES KREMLIN

SIC 5-4-21 Nishihashimoto Midori-ku
Sagamihara Kanagawa 252-0131 Japan
Ph: 042 703 4430

Mobile: +81 (0)45 412 5800

SPAIN

SAMES KREMLIN

C/Botdnica, 49

08908 L'HOSPITALET DE LLOBREGAT
BARCELONA

Ph: +34 93 264 1540

ITALIA

SAMES KREMLIN

Linate Business Park

Strada Provinciale Rivoltana 35
20096 Pioltello (M)

Ph: +39 (0)2 48 9528 15

INDIA

SAMES KREMLIN

GAT no - 634, PUNE NAGAR Road, Wagholi
PUNE - 412 207

Ph: +91 (0)20 30472700/01

www.sames-kremiin.com

CHINA
SAMES KREMLIN +
| Applicationtab |

Building No.9, No.3802 Shengang Road
Songjiang District

SHANGHAI 201613

Ph: +86 21 5438 6060
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AIRLESS® technology

What is specific to AIRLESS® Liquid spraying technology?

The name «AIRLESS®» comes from the fact that the
spraying is obtained without using compressed air.
The product is pressurized by a pump and forced to
flow through an extremely fine nozzle orifice called
a tip.

The shape of the hole on the tip determines the
spraying shape. If the hole is circular, the spray will
be round. If the hole is elliptical, the spray will be flat.
The flow rate of a tip depends on the hole diameter.
There are 3 types of tips - FLAT, REVERSIBLE TIP TOP
and SKILL™ for each painter job, depending on the
business.

The equipment

Our AIRLESS® range is designed for manual or automatic
spraying.

The minimum equipment needed for AIRLESS® spraying
comprise a pump, one fluid hose and a spraygun.

- The pump (1) is equipped with a suction rod, suitable for
any container (4), or a gravity hopper (4).

- The gun (5) is connected up to the pump with only 1 fluid
hose (6).

The AIRLESS®sprayerdoesnotintegrate any adjustment,
resulting in very easy usage : therefore, to adjust the
flowrate or the fan width, the proper tip should be
selected depending on the atomizing pressure (our
chart on Page 22 to 24 will help you to select the best
tip for your job).

The operatorwillregulate the fluid pressure by manipulating
the airregulator (2). It is possible to plug a outlet filter (3) on
the circuit fo avoid tip lockage while spraying.

The choice of fluid hoses must be done according to the
material viscosity, chemistry and the maximum pressure
than the pump can deliver.

www.sames-kremiin.com
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The performances

AIRLESS® sprayers are designed for big, relatively flat
surfaces, such as walls, oil tanks and allows much higher
productivity than any other existing spraying tfechnology
in the market (such as HVLP, conventional or AIRMIX®
spraying) and the resulting layers are much more filling,
but on the other hand the quality of the resulting droplets
is most of the time lower and it is difficult to avoid orange
peel.

AIRLESS® key points at SAMES KREMLIN

That's the reason why Sames Kremlin has decided to split the offer into 2 ranges:
AIRLESS®Fine Finish and AIRLESS® Protective. On this catalog, every equipment will be tag with the relevant picto depending
on the specific usage.

AIRLESS® Fine Finish AIRLESS® Protective

* Fast unblocking thanks to reversible tip system
* Easy to set up : One fip will give one flowrate and one fan width

Benefits . —
* Thick coats applied in one passage
e Low overspray ¢ High productivity
¢ High finish quality * Material dilution required = reduction of VOC
* No bubbling effect with UV paint emission (decreasing the release of solvent into the
environment)
Optimal fluid pressure Between 40B for Skill™ tip usage up to 240B From 200B and above
Pump pressure ratio Below 40/1 Equal or above 40/1

recommended

Metal framework,
GPL tank,
Fire protection,
Mega-yachting,

Wood coating
Flatline on UV coating

Market recomandation Metal finishing

AgTrlc_uI’rure Big shoft blasting and painting workshop,
railers .
Railway Morme
Oil & gas
Waterbased or solventbase
Primer
Polyester
Acrylic
Vinylic
Cellulosic
Single or Plural Component
. Up fo 100% Solids Coatings
Type of coatings Elastomeric Coatings (Silicone membranes)
chemistry Epoxy or epoxy vinylic Coatings
recommended Epoxy Intumescent Fireproofing Materials
UV Paint High Solids Coatings ( typically 65% + Volume
PU fop coat solids, VOC Compliant)
Stains Zinc rich organic and inorganic + glass flake
Epoxy primer charge material
Antifouling — based with silicon or others
Stripper
Glue, Adhesives
Sealant

www.sames-kremiin.com “
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The place of both AIRLESS® FineFinish and Protective coating inside the spraying

technologies.

AIRMIX®
AIRSPRAY | AIRLESS® AIRLESS® ﬁ
0 210 600 1000 20|OO 4000+ cc/min
| |
2. 8.0.¢ * * * Finishing quality %
* * % 2. 0.0.0 ¢ Productivity %

Spraying principle

AIRLESS® spraying happens when the material under high
pressure flows through a small hole called a tip. The shape
of the hole determines the spraying pattern. If the hole is
circular, the spray will be round. If the hole is elliptical, the
spray will be flat.

Different tip sizes are available to achieve desired
atomization and spray pattern size.
QOur tips are built whith 4 digit XX-YY:

- XX The size of the orifice, expressed by his diameter,
determines the tip and associated flowrates of the
application - the higher the value, the higher the flowrate

- YY give a theoritical fan width, spraying at 25 cm
from the substrate - on our chart, we generally give an
equivalent spray angle
There are 3 types of tips - Flat, reversible Tip Top and Skill™
for each painter job, depending on the business.

No fan adjustments are possible with one fip.

What are the benefits of AIRLESS® spraying

- The coating penetrates better into pits and crevices.

- Auniform thick coatingis produced, reducing the number
of coats required.

- A very «wety coating is applied, ensuring good adhesion
and flow-out

- Low dilution, high viscosity materials can be sprayed.

The equipment

The AIRLESS® range is designed for manual, automatic and
hot spraying.

Our range of sprayer are able to work up to 470 bar
(depending on models).

A standard AIRLESS® equipment consists of a pump, a hose
and a gun.

- The pump must have an high pressure ratio, and is
equipped with a suction rod, that is suitable for any
container, or a gravity hopper for lower consumpfion.
Ideally, the pump can held a filter on his output.
-The gunis connected up to the pump by a hose. in some
cases, the hose can be splitted into 2 parts:

* one longer section with high internal diometer to avoid
pressure losses,

* one whip end hose of 1 to 1.6m length with smaller
internal diameter to insure operator maneuverability.
The choice of fluid hoses must been done according to
the material sprayed and the maximum pressure than the
pump can deliver

With AIRLESS® technology, you will be able to apply
many kind of material:

- Waterbased

- Solvent based

- Epoxy primer,

- High rich zinc primer

- PU Top coat

- Acrylic

- Vinylic

- Antifouling

- Stripper

- Polyester

- 2K material with or without acid or moisture sensitive
catalyst

- High Solid Content

- Glue, Adhesives

- Sealants

www.sames-kremiin.com
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Spray Pack

In this chapter, you will find our AIRLESS®
solution that includes:

A PUMP equipped with 1 manometer :
 to control the pressure at the pump

1 OR 2 FLUID HOSES::
* 1*t with high internal diameter available in 7.5, 10
or 14m length
* 279, whip end hose with smaller internal diameter
with 1.6m length

ONE MANUAL SPRAY GUN
Some pack may offer additional accessories such as trolley,

suction rod or gravity hopper, filters or spraying tip
Please refer to the below table to select your spray pack.

7@\??

= ON THE FOLLOWING PUMP PAGES,
THIS PICTO MEANS THE PUMP IS ALSO
AVAILABLE ON SPRAYPACK VERSION

4

Maximum output Hoses . .
F;;m: pressure Set-up Sealing | Filter | Suctionrod | length G(::gtgrr;)e Sﬁ:;:el Tip guard Tip P/N SS;C'ZC
P bar (psi) m (ft) 9 9
Without
10C18 60 (870) Wall Mounted F 4" BSP - 151.665.800
Without For Flat tip -
151.265.001
Wall Mounted M26x125
151.265.002
GT v v "
22 mm-7/8 For Tip Top 151.265.004 AIRLESS®
Cart v v reversible 12-13 Fine Finish
- 6L Hopper tip (515) 151.265.003
30C25 180 (2610) Withoor SFlogFM) 275
IThou
, 151.265.011
Wall Mounted M26x125 For Flat tip -
v v 151.265.012
@22 mm-7/8" 151.265.014
MBA 1.6+7.5
Cart
- v (5+25) 151.265.013
6L Hopper
- Tip To|
35C50 210 (3 045) v FQ,] 3p 151.148.550
Wall Mounted v @ 25 mm (515)
Prime 151.265.102
40C50 kit 151.265.103
Cart
v v 151.265.105
Wall Mounted Prime | 222mm-7/8" 151.265.202
.. ™
40C100 240 (3480) ot Esﬂfﬁ kit SF'O&F) 275 For 151265203 | AIRLESS®
ar . >
v v reviglble 151.265.205 Protective
Wall Mounted Prime 151.265.302
40C100WB kit v 1.6+ 10 151.265.303
Cart z25mm-1" | (5+33) )
v TI& T103p 151.265.305
Cart - v (517) | 3522253171525
Azurm™ 312 (4 525) Cart 1" 1/4 3522253111525
52C225 v
Cart PTFE / 20L Hopper 15416 SFlow™ 470 3522253431525
Cart UHMWPE - v ' (4F) 3721603171525
Azyr™ 432 (6265) Cart 1" 1/4 3721603111525
72C160 v
Cart 20L Hopper 3721603411525

www.sames-kremiin.com



SAMES(_CS)KREMLIN

.\U-(

The SFlow™ gun family allows real material savings

for industrial applications. The SFlow™ gun brings an
excellent comfort to the operator with fatigue free trigger
and comfortable grip.

Features
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Manual spray guns

SFlow™ family uses high quality components which
ensure a perfect reliability maintaining a high level of
performances. Our range of tips delivers high transfer
efficiency up to 81% optimizing efficiency

Benefits

High end tungsten carbide tip tested individually

Reliable and repeatable spraying quality

Trigger lock, tip lock, and hand safety protection

Enhanced security

Embedded patented dedicated tool

Quick filter change

Ergonomic design

Comfortable grip to prevent any mdSs

Build-in hook

To keep the gun near the workstation

Swivel handle fitting

Insure better maneuverability

Fatigue free 2 or 4 fingers

To fit every painter morphology

Smart lock

Quick & easy tip orientation and positioning

Large filtration area

Available in PA or stainless steel to prevent any tip plugging

SPECIFICATIONS DETAIL FOR EACH GUN

Body of the gun

SFlow™ 275 |

Forged aluminum

SFlow™ 470

Maximum fluid pressure (bar (psi))

275 (4 000) ‘ 470 (6 817)

Fluid output Depends on the tip used
Weight With Swivel / g (lbs) 597 (21)
Maximum fluid Temperature (°C (°F)) 60 (140)

Wetted parts

Stainless steel, PTFE, carbide

Safety

Trigger lock

Filter (fitted on fluid tube)

#6 -85 MESH / 168u

Seat

Carbide

Fluid inlet without swivel fitting

M 1/2JIC

Fittings

Fluid inlet with swivel fitting

M 1/2 JIC or M 1/4 NPSM (depending on models)

Waterbased

v

Solvent base

Primers

Stains

ANRNIAN
ANANIAN

Direct Gloss / Metallic

Top coats / High Gloss

UV products

Moisture sensitive

Two components

Anti-corrosion / abrasives

Adhesives

Sealants

Greases

Wax

NNANENENENENENEN
NNANANEANENANENAN

www.sames-kremiin.com
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SFLOW™ 275 & 470

The SFlow™ is an AIRLESS® paint sprayer used for
applying protective coatings and is available in

275 and 470 bar (4000 & 6820 psi) pressures. This

w
c
gun delivers real product savings for industrial | &
applications. The ergonomic design offers @ &
flexibility in extreme conditions and is ideal for =&
handling high solid content paints and high rich
zinc primers.
* High transfer efficiency of 81%
¢ Good atomization quality
* Designed for high duty industrial applications
8
€
D
o
NO NEED TO BE ROUGH TO BE STRONG
CONFIGURATION OF SFLOW™ SPRAY GUN »
[0
. : Maximum Fluid : . : Handle fluid 9
Tip guard type Tips pressure (bar) Trigger Swivel fitting fitting Included hose | Part number c
2 fingers 135.740.200 O
1/2" JIC o3
4 fingers 135.740.400 3
275 c
2 fingers 135.740.240 c
1/4" NPSM O
135.740.440 S
For flat tip -(1) >
470 4 fingers 172" JIC 135.745.420
1/4" NPSM 135.745.440
2 fingers 135.740.220
4 fingers 172" JIC 135.740.420
2 fingers 135.740.225
2 fingers 1/4" NPSM 135.740.245 3
TIP TOP 12-13 (515) 275 =
172" JiIC 135.740.425 Q
v 1/4" NPSM 135.740.445 3
172" JIC 135.740.427 2
TIP TOP 14-13 (517) -
For reversible Tip Top 1/4" NPSM 135.740.447
fip(2) 1/2"JIC 135.745.429
4 fingers
135.745.449
TIP TOP 18-13 (519) 470 P,
"
v 15m @3/8"+
Lo 4 151.590.016
v 5mol4 151.245.400 5
TIP TOP 14-13 (517) 275 1/2"JIC 5
v 10m @1/4" 151.245.500 €
(1) : to be order on page 23 - 24 §
(2) : full list of Tip Top reversible tip on page 22 £
©
. . [}
Maintenance kits S
O
Description Part number
Maintenance kit for SFlow™ 275 (needle and spring) 129.740.901
Maintenance kit for SFlow™ 470 (needle and spring) 129.740.902
Seal kit - 0'ring (x10) 150.040.341
Seal kit - cartridge (x10) 109.420.298

www.sames-kremiin.com
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Accessories
Description Part number
2 fingers trigger 129.740.006
4 fingers trigger 129.740.007
F 1/2 JIC - M 1/4 NPSM fitting 050.123.304
THREAD ADAPTOR SFLOW FOR TIP GUARD 7/8" 129.740.030
THREAD ADAPTOR SFLOW FOR TIP GUARD 11/16" 129.740.032
PACK OF 5 S/STEEL SCREEN NO 4 FOR DEFLECTOR 129.982.021
PACK OF 5 S/STEEL SCREEN NO 6 FOR DEFLECTOR 129.982.022
PACK OF 5 S/STEEL SCREEN NO 12 FOR DEFLECTOR 129.982.023
CS Nipple MM 1/2 JIC 050.102.301
SST Nipple MM 1/2 JIC 905.210.709
CS Nipple M1/2 JIC M3/4 JIC 905.160.201
SST Nipple M1/2 JIC M3/4 JIC 906.314.217
SST Nipple MM 1/4 NPSM 5008 150.104.151
SST Nipple MM 3/8 NPSM 5008 150.104.152
SST Nipple M1/4 NPSM M3/8 NPSM 5008 905.210.516
Pack of 10 Diffusers 129.740.910
Filters
Number of screens Screen size Materials Color Recommended tips
Stainless steel 129.740.081
200 mesh (f7|:1pm) handle Red 043¢ 10 06X
ilter PA 129.740.181
Stainless steel 129.740.082
150 mesh (;ﬁOumj handle Blue 0630 10 12x¢
ilter PA 129.740.182
Pack of 4
Stainless steel 129.740.083
100 mesh (}ﬁOum) handle Yellow 12-xx fo 18-xx
ilter PA 129.740.183
Stainless steel 129.740.084
50 mesh ‘33?“”” handle White 18 o 100-xx
fier PA 129.740.184
Recommended hoses with JIC filtings
" Fluid hose diameter Max fluid pressure -~
Description (mm) (bqr:) Fittings Hose length (m) Part number
32 050.451.155
48 240 050.450.654
Whip end hose 1.6
050.450.155
6,35 F1/2JIC
450 050.450.951
438 050.450.605
240 7.5
6,35 050.450.111
Fluid hose
10 76.085
9,52 425 F3/4JIC
14 76.842
Recommended hoses with NPSM fittings
. e Fluid hose diameter Max fluid pressure iie
Description (mm) (ba?) Fittings Hose length (m) Part number
350 050.350.103
Whip end hose 1.6
500 050.500.103
6.35 (1/4) F 1/4 NPSM
350 050.350.107
500 050.500.107
Fluid hose 15
350 050.350.207
9.52 (3/8) F 3/8 NPSM
500 050.500.207

” www.sames-kremiin.com
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Manual spray guns

Notes

www.sames-kremiin.com
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Our automatic gun range family is the
result of SAMES KREMLIN experience

since 1925.

Our compact design and reduced
weight increase the performances
and the efficiency of the automatic

machines.

Bond | Protect | Beautify

Automatic spray guns

This range is delivering unsurpassed
quality of atomization, providing high
finish quality and important product
savings. Worldwide recognized by

professionals, our automatic ran

ge

is widely used in automatic finishing

lines in most markets.

For guns assembled on base, the fluid
circulation is available in the base (no
pressure loss) or inside the gun (quick
flushing).

Features Benefits Specific fo one family
Equipped with 2 fluid inlets Zirgeoclé;‘%rrf:]ﬂ?hi(zrgculqﬁon and saves money by eliminating the need for a 2-way valve ASB
No spring in the fluid passages f:]:(\]/iii;irr]genggd money by making it easier to clean, faster color changes and less Al
fitted with a GT cartridge Strong resistance to very abrasive UV and HS materials for an improved reliability ASB
Small ball needle For an improved laminar fluid passage ASB
Modular design Quick service: only 4 bolts to unscrew, no need to remove hoses ASB
Compact Design Minimal payload on the machine for efficient production. ASC
Large dimension fluid passages Minimized the pressure drop and allows to work from liquid to semi-viscous materials AIRLESS
Choice of circulation in the base or the gun Performance level guaranteed for most materials and easy flushing ASB
Choice of bases with rear or side connections To fit each customer need and line configuration ASB
Wide range of AIRLESS® tips Provides many patterns choices to fit each customer need All
Lightweight design Possibility to mount more guns on a reciprocator without exceeding the weight limit ASB
Integrated filtration Allows longer works without tip clogging ASB & ASC
Double effect gun High cycling rate (opening / closing) ASC & AIRLESS

ASB ASC AIRLESS gun
Body of the gun Forged aluminum Stainless steel Forged aluminum
. . Up to 240 (3480)
Fuid pressure range (bar (psi)) Up to 240 (3480) Up fo 400 (5800) Up to 400 (5800)
Maximum air inlet pressure (bar (psi)) 6 (87)
Minimal trigger air pressure (bar (psi)) 4
Fluid output Depends on the tip used
Weigth - gun only (g (Ibs)) 336 (0.74) ‘ 397 (0.88) 585 (1.29)
Maximum fluid Temperature (°C (°F)) 50 (122)

Wetted parts

Stainless steel - treated stainless steel

Stainless steel and steel

Sealing PTFE or GT PTFE
Seat Carbide
On the base F 1/4 NPS -
Fluid Delivered but not fitted M 1/4NPT-M 1/2 JIC - -
Fiflings On the gun - M 1/2"JIC Straight - M1/8"G - M1/2"JIC
on the base F 1/8 NPS - -
Pilot air Delivered but not fitted M 1/8 BSP - quick fitting @4x6 - -
On the gun - Elbow - 2.7 x 4 hose Elbow - 2.7 x 4 hose
Head thread M25x175 M11/16"
Waterbased v v v
Solvent base v v v
Primers v v v
Stains - - -
Direct Gloss / Metallic - - R
Top coats / High Gloss v v v
UV products v v -
Moisture sensitive v v v
Two components v v v
Sealants - v v
Greases v v v
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ASB

The ASB automatic spray gun offers superior
atomization whatever the line speed thanks to
perfect balance between high pressure and

(2]
high flow rate. It offers precise application - §,
coating applied directly on the target - due to ' &
fast response time. &
¢ Premium AIRLESS® application
¢ The lightest automatic AIRLESS® gun of the market
¢ Low maintenance cost of ownership

ACCURACY AT HIGH SPEED AIRLESS® APPLICATION / 2
ra :
www &

Configuration of ASB spray gun

Description GT cariridge PTFE cartridge Base & Tip Tip guard Part number

ASB 240 GT Flat tip guard w/o base For flat tips 129.990.300

ASB 240 GT Reversible tip guard w/o base v To be ordered For reversible tips 129.990.500

ASB 240 PTFE Flat fip guard w/o base separately For flat tips 129.990.200 o

ASB 240 PTFE Reversible tip guard w/o base v For reversible tips 129.990.400 %
Maintenance e

Description Part number .é

Package of seals 129.990.060 6

GT cartridge - Carbide needle assembly 129.990.040 g

PTFE cartridge - Carbide needle assembly 129.990.050

Carbide seat holder assembly 129.740.040

Compatible base for ASB gun (without gun)

Description Base type Detail Weight (g) Filter Wetted parts Part number -

Base for ASB (circulation in the base (1)) side outlet Standard flat 240 Stainless Steel 129.690.070 %

CEFLA base for ASB (circulation in the base (1)) For Cefla machine - 129.690.090 é

Base for ASB (circulation in the gun (Q)) Standard flat - - 129.691.070 8

Base for ASB (circulation in the base (1)) rear outlet Standard flat 480 129.690.080 <

Base for ASB (circulation in the gun (Q)) Standard flat - 129.691.080

Robotic Base for ASB (L) With filter Behind 60° 540 v 129.691.170

Robotic Base for ASB (Q) 60° 540 - 129.691.160

Semi robotic Base for ASB (L) With filter 60° 540 v 129.691.171

Semi robotic Base for ASB (Q) 60° 540 - 129.691.161 é
Accessories g

Description Part number E

Pack of 2 fast fitting for cartridge lubrication 129.990.062 g

Filter support for robotic and semi-robotic base 129.691.180 qc)

N°4 Screen (x5) for deflector 129.982.021 o

N°6 Screen (x5) for deflector 129.982.022

N°12 Screen (x5) for deflector 129.982.023

www.sames-kremiin.com “
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Fittings kit

MM 1/4 NPT - 12/

y 4

Including

Bond | Protect | Beautify

M 1/8" - Fast fitting

MM 1/4" - 1/4 NPS Plug M 1/4 NPT SST Part number
4=/ JIC sST gm1/ axb
Fitting kit for side outlet base 1 2 off Elbow 1 1 129.690.075
Fitting kit for rear outlet base 1 2 off Straight 1 1 129.690.085
Support
Description Part number
Mounting support @ 16 049.351.000
Mounting support @ 12 049.351.700
049.351.705

Adjustable mounting support for @12 support

www.sames-kremiin.com
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ASC

The ASC automatic AIRLESS® gun is a
concentration of technologies in a compact
and lightweight body. High quality materials

w
c
make the ASC a highly productive and durable = &
gun. SAMES KREMLIN's finishing technologies &
deliver premium AIRLESS® applications. &
¢ Premium AIRLESS® application
* Heavy duty sustainability
* High functionality
COMPACT BY BIRTH, PERFORM BY CHOICE -
£
&
Configuration of ASC spray gun
Description Cariridge Mox(;r;;sure Tip Tip guard Part number
ASC 240 SST PTFE Flat tip guard Flat 129.982.121
ASC 240 SST PTFE Reversible tip guard PIFE Reversible 129.982.122
ASC 240 SST GT Flat tip guard 240 Flat 129.982.521 (4]
ASC 240 SST GT Reversible fip guard et To be ordered Reversible 129.982.522 %
ASC 400 SST PTFE Flat tip guard separately Flat 129.984.121 %
ASC 400 SST PTFE Reversible tip guard PIFE Reversible 129.984.122 O
ASC 400 SST GT Flat tip guard or #00 Flat 129.984.521 00%
ASC 400 SST GT Reversible tip guard Reversible 129.984.522 E
¢
Maintenance
Description Part number
Package of seals 129.982.093
GT cartridge - Carbide needle assembly 129.990.040
PTFE cartridge - Carbide needle assembly 129.990.050 a
Carbide seat holder assembly 129.740.040 o
Accessories <
Description Part number
Pack of 2 fast fitting for cartridge lubrication 129.990.062
N°4 Screen (x5) for deflector 129.982.021
N°6 Screen (x5) for deflector 129.982.022
N°12 Screen (x5) for deflector 129.982.023 2
Fast closing assistance 129.982.050 %
Manifold for fast color changes 129.982.060 g
1/2 JIC head 129.982.065 “g
o
[0]
Support S
O
Description Part number
Mounting support 129.982.030
Mounting rod @ 16 049.351.000

www.sames-kremiin.com “
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Automatic Spray Gun 400 bar

SAMES KREMLIN 400 bar automatic AIRLESS®
spray gun is recommended for high flow rates.
This gun has a remote fluid passage for easy
maintenance.

* High flow rates
* 50 years of experience
* Reduced overspray

IDEAL FOR VISCOUS SPRAYING

Configuration of 400 bar spray gun

Max working

Description Sealing Seat Tip Part Number
pressure (bar)
AIRLESS Auto spray gun ‘ PTFE V seals ‘ Carbide 400 ‘ To be ordered separetely 151.120.300
Maintenance
Description Part number
Seal kit (including packing) 101.331
Needle 203,014
Carbide seat 630,387
SST filter screen - 50 mesh (300 p) 625,218
SST filter screen - 100 mesh (150 p) 625,212
SST filter screen - 160 mesh (95 p) 625,216
Pack of 4 filter seals 107,021
Accessories
Description Ou_ﬂei Leng_i R Outlet orifice size mm (in) Material Part Number
fitting mm (in)
Color change adapter nozzle for manifold mounting M 1/8"G co 203,948
CS Cap to be mounted instead of the tip guard F1/4"G 630,649
SST Cap to be mounted instead of the fip guard Fl1/4'G 7 7 ) 203,033
CS adaptor to be mounted instead of the tip guard F10x100 630,647
64 (2.52) @1.6 (0.06) 107.011.03
Extrusion nozzle = M1/4'G @0.8 (0.03) Polyethylene 107.011.01
= 102 (4.02)
@1.6 (0.06) 107.011.02
@1.5 (0.06) 670,135
@2.5(0.1) 670,136

43 (1.69)
— @3 (0.12) 670,152

/W @4 (0.16) Chrome plated brass 670,155
| a\J 55(2.17) @1,5x8 (2 0.06 x0.32) 670,134

60 (2.36) @2x30 (@0.08x1.18) 670,142
Extrusion nozzles A Ny | M10x100 55 (217 1,520 (@ 0.06 x 0.80 670,137
i Wﬁ\ (2.17) 2 (@ )
i< — ©1.5 (0.06) 670,128
i 2.5 (0.1) 670,129
o Plastic
i — @4 (0.16) 670.130
43(1.69)
= @6 (0.25) 670,154
W= 2.5 (0.1) 670,157
% . Carbon Steel
@4 (0.16) 670,156
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AIRLESS® spraying & equipment

Tips and spraying accessories

The choice of the tip must be done according to the desired flowrate and fan width in

order to achieve a good paint coverage and reduce paint costs. An AIRLESS® tip needs to
3 r be replaced frequently in order to maintain the original transfer efficiency

v
1S
Why choosing our high quality tips? .\rj

To make sure that every tip built in our factory yields the 4
best results, we follow a precise machining process that
guarantees consistent material output at different spray
angles each & every fime.

Our tips are built with carefully selected materials to
guarantee a lifetime production.

Paint flow

F
@ R Tip life time

Sames Kremlin offers 3 types of AIRLESS® tips to fit to all
customer requirement.
These tips are fully compatible with our spray gun range.

!
) ]

>

vi i | | Producﬂ‘on
ann |

-1,
_—
SAMES KnEmi ™

Tip name Tip Top Flat Skill™
Features

Extremely quick unplugging without tools v

Premium finishing quality v
Standard on protective coating application v v

Compatible with most waterbased and solventbase applications v v v

A customer needs to apply 1L/min at 140 bar of paint with a spray pattern of around 25 cm

Our tip chart give us the following fip size :

1. First 2 XX digits : caliber #14 will deliver the appropriate flowrate at 140 bar
2. Last 2 XX digits : For a spray pattern width of 25 cm, we should choose a width caliber #13

3. The complete part number of the tip requested will be
- 000.401.413 for Tip Top reversible Tip
- 000.001.413 for flat tip
- 000.301.413 for Skill™ super finishing tip

Note : Tip Top tip size 100.XX will have part number 000.410.0XX

Tips and Tricks

At the end of the day, we recommend that you place your tip in a closed solvent bucket for easy cleaning.

www.sames-kremiin.com
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AIRLESS® spray fips

o Table of Tip Top reversible AIRLESS® spray - Tips 000.40X.XXX
% Recommended for high working cadency.
: Time savings with extremely quick unplugging without tools.
!
4
LG CLA G Pump Angle 30° 40° 50° 60° 70° 80° 90°
Caliber @ orifice Handle Filter filter
(inch) (MESH) Number Fan width
70 | 200 | 400 (MESH) | (cmyatosem | 12/16 | 17/21 | 22/245 | 25/29 | 29/33 | 33/37 | 38/44
04-09 04-11 04-13
04 0,009 022 | 037 | 053 | Red (200) 4(140)
(309) (409) (509)
06-07 06-09 06-11 06-13 06-15
06 0011 033 | 056 | 079 | Blue (150) 6 (85)
(211) (311) (411) (511) (611)
09-07 09-09 09-11 09-13 09-15 09-17
09 0,013 045 | 076 | 1,08 | Blue (150) 6 (85)
(213) (313) (413) (513) (613) (713)
12-07 12-09 12-11 12-13 12-15 12-17
12 0015 06 | 101 | 143 | Blue (150) 8 (70)
(215) (315) (415) (515) (615) (715)
14-07 14-09 14-11 14-13 14-15 14-17 14-19
14 0,017 072 | 1,22 | 172 | Blue (150) 8 (70)
(217) (317) (417) (517) (617) (717) (817)
18-07 18-09 18-11 18-13 18-15 18-17 18-19
18 0019 095 | 1.61 | 227 | Yelow (100) | 12 (55)
Number (219) (319) (419) (519) (619) (719) (819)
engraved on
the tip 25-11 25-13 25-15 25-17 25-19
25 0,021 1,33 | 225 | 3,18 | Yellow (100) 12 (55)
(421) (521) (621) (721) (821)
30-11 30-13 30-15 30-17 30-19
30 0,023 1.6 | 270 | 382 | Yelow (100) | 15 (45)
(423) (523) (623) (723) (823)
40-11 40-13 40-15 40-17 40-19
40 0,025 2175 | 3,68 | 520 | White (50) 15 (45)
(425) (525) (625) (725) (825)
45.09 45-11 45.13 45.15 45-17 45-19
45 0,029 238 | 402 | 569 | White (50) 20 (30)
(329) (429) (529) (629) (729) (829)
68-11 68-13 68-15 6817 68-19
68 0,033 378 | 639 | 904 | White (50) 30 (20)
(433) (533) (633) (733) (833)
100-13 | 100-15 | 100-17 | 100-19
100 0,036 56 | 947 | 1339 | White (50) 30 (20)
(539) (639) (739) (839)
Accessories
Description Part number
Pack of 10 seals for reversible TiP ToP tips 134.740.007
Servicing kit (seat (x4) and seals (x4)) 129.740.907
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Table of Flat AIRLESS® spray Tips 000.00X. XXX

Recommended for high working cadency.
Time savings with extremely quick unplugging without tools.

A | pump fiter Angle 180 | 25 | 30° | 400 | 50° | é0° | 70° | 80° | 90° | 95°
Caliber qriﬁce Hq&:;:gter Number -
(inch) o am | (MESH) Fan width 65/ | 10/ | 12/ | 17/ | 22/ | 25/ | 29/ | 33/ | 38/ | 38/
(cm)at25cm | 8.5 12 16 21 24.5 29 33 37 44 44
03 0007 | 015 | 025 | 036 Red (200) 4(140) 03-03 | 03-05 | 03-07
04 0009 | 022 | 037 | 053 Red (200) 4 (140) 04-03 | 04-05 | 04-07 | 04-09 | 04-11 | 04-13
06 0011 | 033 | 056 | 079 | Blue (150) 6 (85) 06-03 | 06-05 | 06-07 | 06-09 | 06-11 | 06-13 | 06-15
09 0013 | 045 | 076 | 1,08 | Blue (150) 6 (85) 09-03 | 09-05 | 09-07 | 09-09 | 09-11 | 09-13 | 09-15 | 09-17
12 0,015 0,6 101 | 1.43 | Blue (150) 8(70) 1207 | 12:09 | 12-11 | 12-13 | 12-15 | 12-17
14 0017 | 072 | 122 | 1.72 | Blue (150) 8 (70) Nomber 14-03 | 14-05 | 1407 | 1409 | 14-11 | 1413 | 1415 | 1417 | 14-19
18 0019 | 095 | 1,61 | 227 | Yelow (100) 12 (55) engraved on 18-07 | 18-09 | 18-11 | 1813 | 18-15 | 18-17 | 18-19
20 0,02 106 | 1,79 | 253 | Yellow (100) 12 (55) e fie 20-05 | 20-07 | 20-09 | 20-11 | 20-13 | 20-15 | 20-17 | 20-19
25 0,021 1,33 | 225 | 3,18 | Yellow (100) 12 (55) 25-11 | 25-13 | 25-15 | 25-17 | 25-19
30 0,023 1,6 | 270 | 382 | Yellow (100) 15 (45) 30-07 | 30-09 | 30-11 | 30-13 | 30-15 | 30-17 | 30-19
40 0025 | 2175 | 368 | 520 | White (50) 15 (45) 40-11 | 40-13 | 40-15 | 40-17 | 40-19
45 0029 | 238 | 402 | 569 | White (50) 20 (30) 45-07 45-11 | 45-13 | 45-15 | 45-17 | 45-19 | 4521
68 0033 | 378 | 639 | 904 | White (50) 30 (20) 68-11 | 6813 | 68-15 | 6817 | 68-19
Accessories
Description Part number

Pack of 5 seals for flat tips

150.041.319

www.sames-kremiin.com
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Table of Double Atomization Skill™ AIRLESS® spray Tips 000.30X.XXX

‘b\ Double insert Skill™ tip allows low AIRLESS® atomizing pressure without tail. The
new generation of Skill™ tips deliver a softer spray pattern on edges for a perfect
overlapping on flat line and facilitates the settings on flat line machines.

High reliability: Always clean in production for high productivity with excellent
atomization
Easy maintenance: This tip is easier to clean because of his dome shape design.

Water Output _g Average Spray angle and_fan width at gun target distance of 25 cm or 10
2 inches from substrate
£
<]
€ E Fluid Pressure - bar (psi) _g © 03 05 07 09 n 13 15 17 19 21
<
[
@ E g T o3
2| £ £ a3 Gun Fit Pump Filt
o ] = o un rilter ump Filter 15 | 250 35° 40 | s0° | 55° | 70° | 80° | 90° | 100°
(8] ° 9 =9 (Mesh) (Mesh)
[ £ 1] 70 140 200 g<
Ll I E (1000) | (2000) | (2860) s
a 8 s o 8cm 10 16 cm 21 24 29 35 40 48 60
a E cm cm cm cm cm cm cm cm
£
3
cc/mn cc/mn cc/mn 2 35" | 39" 63" 83" 9.5" | 11.4" | 138" | 157" | 189" | 23.4"
04 0.23 0,009 220 310 370 Red (200) 0407 | 04-09 | 04-11 | 04-13
12 4(140)
06 0.28 0,011 330 465 560 0605 | 06-07 | 0609 | 06-11 | 06-13 | 06-15
e
=)
jol
C
07 0.30 0,012 390 550 660 S 07-05 | 0707 | 07-09 | 07-11 | 07-13 | 07-15
£
§ Blue (140) 6 (85)
(s}
09 0.33 0,013 450 635 760 15 b3 09-07 | 09-09 | 09-11 | 09-13 | 09-15 | 09-17
o
<}
el
5
12 0.38 0,015 600 850 1015 & 12-09 | 12-11 | 12-13 | 12-15 | 12-17
3 8 (70,
£ (70)
14 0.41 0,017 720 1020 1215 < 14-11 | 14-13 | 14-15 | 14-17 | 1419
5
15 ko]
o
18 0.46 0,019 950 1345 1605 Yellow (100) 18-13 | 18-15 | 18-17 | 1819
12 (55)
20 0.51 0,020 1060 1500 1790 20 20-13 | 20-15 | 20-17 | 20-19
Accessories
Description Part number
Pack of 10 collars 134.980.002
Pack of 10 collars with integrated screen filter for low caliber #04 and #06 134.980.010
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Tip guard

The following chart represent our selection of tip guard compatible with our full range of guns and others.

Spray guns

SFlow™ v - v - Yes with adaptor 129.740.032 -
ASB v v v -
f;- Yes with adaptor 129.740.032
& ASC
o